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These fixed access ladders provide a robust, long-lasting solution for safe vertical access where regular 
inspection, maintenance or operational access is required. 

Designed for both internal and external environments, our steel ladder systems are suitable for permanent 
installations across industrial, commercial and infrastructure projects.

Manufactured from structural mild steel and finished with hot-dip galvanising, these ladders deliver excellent 
strength, durability and inherent fire resistance, making them a dependable choice for demanding access 
applications.

Systems can be supplied as kit
components for on-site assembly
or as a fully bolted ladder assembly, 
depending on project requirements. 

 High strength and structural 
stability for permanent access 

 Fire-resistant steel construction 
suitable for industrial 
environments 

 Durable galvanised finish for 
long service life 

 Modular design adaptable to 
varying heights and layouts 

 Compliant and proven systems 
for industrial access 



Self Closing Gate

if required

Half

Height

Full

Height

System Components

ITEM AX4
Extension to Floor

ITEM AX8
Top Hoop

ITEM AX9
Lower Hoop

ITEM AX11
Top Cage

Strap

ITEM AX12
Lower Cage

Strap

ITEMS AX13 & 14
Cage Splices        

ITEM AX6
Ladder Foot

ITEM AX10
Splice Plates

ITEM AX7
Ladder Stay

ITEM AX5
Top Step

ITEM AX3
Ladder Extension

ITEM
AX6

ITEM AX1
Long Ladder

Section
2500mm

ITEM AX2
Short Ladder

Section
1250mm

REQUIRED FOR 
BS EN 14122
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Ladder Assembly Detail

NOTE
CUP HEAD BOLTS TO EXTENSIONS 
PIECES ABOVE FLOOR LEVEL TO BE
FITTED TO THE INSIDE 
OF THE LADDER

NOTE
CUP HEAD BOLTS TO LADDER
SECTIONS TO BE FITTED TO 
THE OUTSIDE OF THE LADDER

NOTE
THE LONGER CUP HEAD BOLTS
ARE TO BE USED WHEN CONNECTING
3 No THICKNESSES OF MATERIAL
TOGETHER

AX10 
SPLICE

AX3
EXTENSION

AX4
EXTENSION
TO FLOOR

AX5
TOP STEP

AX7
STAYS

AX6
FEET

AX1/AX2
LADDER

SECTIONS
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Cage Assembly Detail

NOTE

THE LONGER CUP HEAD BOLTS

ARE TO BE USED WHEN CONNECTING

3 No THICKNESSES OF MATERIAL

TOGETHER

AX9

AX11

CAGE SPLICE

ASSEMBLY

AX11 TOP

STRAPS

AX12

STRAPS

AX13

AX12

M12 X 40 CUP

HEAD BOLTS

M12 X 50 CUP

HEAD BOLTS

NOTE

FOR AX8 HOOPS THE CUP HEAD

BOLTS ARE ALWAYS FITTED TO 

INSIDE OF LADDER

AX8

AX9

NOTE

FOR AX9 HOOPS THE CUP HEAD

BOLTS ARE ALWAYS FITTED TO 

OUTSIDE OF LADDER

AX14

AX9

AX8

OPTIONAL FULL

HEIGHT GATE

FULL
HEIGHT GATE

CLIMB RESTRICTION PLATES ARE 
AVAILABLE

Gates are a mandatory 
requirement for  
BS EN ISO 14122
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